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Captive Screws - 10-24 Thread Create a part number:
FCXXXX |Length | H.D. S.L. | W.D. D Length Material Finish
(L) + .015 + .010 | + .010 + .010
Vi - .000 | - .010 | - .010 | - .000 FCXXXX XX XX
FC0646 1/2 1/2 1/8 406 .093
FC0647 9/16 1/2 3/16 406 .093
FC0648 5/8 1/2 1/4 406 .093
FC0649 11/16 1/2 5/16 406 .093
FC0650 3/4 1/2 3/8 406 .093 -
Material
FC0651 13/16 1/2 7116 406 .093
FC0652 7/8 12 1/2 406 093 v Material Code (XX)
FC0653 15/16 12 916 | .406 093 B |Brass
FC0654 1 1/2 5/8 406 093 S Steel
FC0655 1-1/16 1/2 11/16 | .406 .093 SS | Stainless Steel
FC0656 1-1/8 1/2 3/4 406 .093 : -
v’ Compatible Finish (XX)
FC0657 1-3/16 1/2 13/16  .406 .093
B, S, SS 0 - Plain
FC0658 1-1/4 1/2 7/8 406 .093
FC0659 1-5/16 12 1516 .406 093 B, S 5 - Nickel Plate (QQ-N-290)
FC0660 1:3/8 12 1 406 093 B, S 12 - Zinc Clear (ASTM-B-633)
FCO661 1-7/16 1/2 1-1/16 406 093 B, S 16 - Electro Tin (MIL-T-10727 TYPE 1)
FC0663 1/2 5/8 1/8 500 093 B, S. SS |26 - Black Oxide
FC0664 9/16 5/8 3/16 500 .093 B,S 28 - Zinc Yellow (ASTM-B-633)
FC0665 5/8 5/8 1/4 500 .093
FC0666 11/16 5/8 5/16 500 .093
Source Con ing:
FC0667 3/4 5/ 3%8 500  .093 Tobe prot(rﬂ szja‘g)',ng
FC0668 13/16 5/8 7/16 .500 .093 Fascomp Electronic Hardware
FC0669 7/8 5/8 1/2 500 .093
FC0670 15/16 5/8 9/16 500 .093 L?"Iirsas“;f:erwise Specified
FC0671 1 5/8 5/8 500 .093 XXX +/-.005
XX +/-.010
FC0672 1-1/16 5/8 11/16 .500 .093 Angular +/- 1 Degree
Linear +/-.005
FC0673 1-1/8 5/8 3/4 500 .093 Break all sharp edges
FC0674 1-3/16 5/8 13/16 500 .093
FC0675 1-1/4 5/8 7/8 500 .093 28COIMID
FC0676 1516 =~ 58 1516 500  .093 \'
FC0677 1-3/8 5/8 1 500 .093
FC0678 1-7/16 5/8 1-1/16 500 .093
FC0679 1-1/2 5/8 1-1/8 500 .093




